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Rang Methane : 120 to 1920 ppm 
Rang Propane : 40 to 640 ppm 
 
Sensitivity :  40ppm (Propane), 120ppm (Methane) 
Advantage :  Filter included for high discrimination
  

Sensor : Semiconductor 
Response time : < 10 seconds 
 
Warm up time :  < 60 seconds 
Operation temp.Range :  - 5 C – 45 C 
 
Power off :  10 minutes from power on 
Battery life : 14 hours (Continuous working) 
 
Power supply :  4pcs AA batteries (alkaline one suggested) 
Minimum BAT. Voltage :  4.8 V 
 
Probe length :  447 mm 
Size 174 x 70 x 38 mm (HxWxT) 
 
Indicator : Intermittent beep (Acoustic) / LED (Visual)
  

FEATURES :  
 

ตรวจเช็คก๊าซ methan, propane และก๊าซติดไฟ 
ตรวจหารอยร่ัวได้อย่างรวดเร็ว 
เม่ือเปิดเคร่ือง เคร่ืองท าการ calibrate อัตโนมัติ 
เคร่ืองท าการปิดอัตโนมัติ เม่ือไม่ได้ใช้งาน เพื่อประหยัดแบตเตอร์ร่ี 
ใช้เวลา warm up 60 วินาท ี
ตอบสนองการตรวจวัดน้อยกว่า 10 วินาที 
มีช่วงการวัดแสดงผล เป็นแสงสว่างจาก LED 5 ช่วง 
มีความยาวของ Probe ที่โค้งงอได้ ยาว 440 มม.  
มีโหมดเก็บเสียง 



 



 
 

 

 

 

 

 

 
 
 
 
 
 
 
 
 



 


